HYDROysc

HYDROSYSTEMS

Intended Use: Double-acting applications ¢ Piston: Steel » Gland: Ductile iron ® Tube: Skived steel,
precision finished for extended seal life ® Rod: High tensile, hard chrome plated * End Mounts:
Cross tubes * Tube Seal: Buna O-ring twith Polytemp hytrel back-up * Rod Seal: Polyurethane
u-cup * Rod Wiper: Polyurethane, snap-in ® Piston Seal: 5-piece; (1 ea.) seal, (2 ea.) anti-extrusion
rings, (2 ea.) wear bearings * All Seals: Manufactured to US specifications # Paint: Blue. Custom

colors are available » Packaging: Individually poly bagged

Bore A B C D D1 D2 E F
1.5" 8 0.875" @ 1.875" 241 2 19.5 @45 246 38 63.5

2" @ 1.125" @ 2.375" 311 @ 25.5 @54 @ 50.8 50.8 34.5
25" @15" @ 2.875" 311 @45.5 254 2 50.8 50.8 84.5
ao @15" @3.375" ENN | @ 25.5 @54 ©50.8 50.8 BaS
a.5" @1.75" @3.875" 311 @ 25.5 @ 6d @50.8 35 84
4.0" 20" @4.5" 311 @255 @64 @63.5 55 84
Bore G ] K L M N P

1.5" 69.5 23/235 52 38 20 47 9/16-18UNF

2" 95.7 28.6/29.1 66.7 54 29 62.4 3/4"-16UNF
2.5" 95.9 28.6/29.1 66.7 54 29 62.4 3/4"-16UNF
a.o" 89.5 28.6/29.1 66.7 47.6 29 66.6 3/4"-16UNF
35" 88 28.6/29.1 72 476 29 66.6 3/4"-16UNF
4.0" 89 28.6/29.1 72 44,5 29 66.6 3/4"-16UNF




